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TRITON TDAM TT2-PERF-FTC 

FILTER SERIES
(For 4" wide trench drains with rounded bottoms)

Trash Capture Requirements

Notes:

REM’s TRITON TDAM TT2-PERF-FTC  (4" Trench Drain Filter) Series  
REM designed the TRITON TDAM TT2-PERF-FTC Filter Series to 

provide a solution that allows the flexibility to maximize the filter 

treatment flow rates and pollutant capturing capacity in the smaller sized 

trench drains that have rounded bottoms. TRITON TT2-PERF-FTC 

Filters are designed to meet the 5mm trash capture treatment 

specifications and are approved by the California State Water 

Resources Control Board as a Full Trash Capture device. Additional 

media strategies may also be optimized for specific pollutant concerns.

REM designed the TRITON TDAM TT2-PERF-FTC Filter Series to 

provide a solution that allows the flexibility to maximize the filter 

treatment flow rates and pollutant capturing capacity in the smaller sized 

trench drains that have rounded bottoms. TRITON TT2-PERF-FTC 

Filters are designed to meet the 5mm trash capture treatment 

specifications and are approved by the California State Water 

Resources Control Board as a Full Trash Capture device. Additional 

media strategies may also be optimized for specific pollutant concerns.

MADE IN

USA
MADE IN

USA

(Optional) Filter 

Media

Type 304 

Stainless Steel 

Perforation 

(FTC)

Removable Cap
2"

3.75"

Width
Neoprene 

Gasket

Cap Screws

Water Level

Heavy Sediment 

fall out

 (Two TDAM  TT2  providing staged treatment (Battery Series)

Over Flow Over Flow

Flow

TT2 Filters

Exit 

Pipe

Grate

Side View

Exit 

Pipe Possible 

exits

• TRITON TDAM TT2-PERF-FTC Series are designed to be used universally in all 

different types of the smaller sized 4" trench drains with rounded bottoms. 

• TDAM housings are constructed utilizing Type 304 16ga. Stainless Steel.

• Multiple TDAM Filter Inserts can be staged in line with one another in order to 

provide additional levels of filtration (Battery Series).

• REM TRITON PERF-FTC uses perforated stainless steel screen configured with a 

4.8mm openings, having a 51% Open Area for excellent flow rates comparative to 

its size. The device is approved by the State Regional Water Control Board as a 

“Full Trash Capture” device.  

• To address other pollutants such as hydrocarbons, there are additional media 

options available, including mixed blends of granulated activated carbon [AC], 

Zeolite [ZEO] and expanded perlite (FOG)

• Filter Height should be designed to allow for a high flow overflow bypass to 

eliminate pooling or flooding during heavy rain events. 

• REM also designs custom filters for unique storm water infrastructures and 

applications.

• REM’s disposable Media Filter Packs, when used, are easily removed for 

maintenance.

• See REM Specifier Sheets for size, model and flow rate information.

• REM TRITON filters are to be installed and maintained in accordance with 

manufacturer recommendations.

• Maintenance information and replacement REM Media Packs are available upon 

request by contacting REM at sales@remfilters.com or (888) 526-4736.  

• Made in the USA.
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